






































































































































































































































NOTES:

1. 10'-0" MIN. EDGE TO EDGE HORIZONTAL CLEARANCE IS REQUIRED BETWEEN WATER AND
SEWER LATERAL SERVICE.

2. WHERE WATER AND SEWER LATERALS MUST CROSS, WATER LATERAL SHALL BE 18"
ABOVE THE SEWER LATERAL AS MEASURED FROM THE BOTTOM TO TOP OF PIPES. THIS
SEPERATION SHALL BE MAINTAINED FOR AT LEAST 10'-0" EITHER SIDE OF CROSS POINT.

3. NO METER BOXES SHALL BE INSTALLED IN DRIVE APPROACHES OR SIDEWALKS.

4. MINIMUM LATERAL SIZE 3/4".

5. 1" METERS REQUIRE-20" METER BOX DIA.

6. PRIOR TO BACKFILLING AROUND METER BOX SECURE INSPECTION OF INSTALLATION
FROM CITY.

7. BACKFILL: PROVIDE AND PLACE PER APWA SECTION
33 05 20. COMPACT PER APWA SECTION 31 23 26 TO A MODIFIED PROCTOR DENSITY OF
95-PERCENT OR GREATER. MAXIMUM LIFT THICKNESS IS 8-INCHES BEFORE COMPACTION.

8. PRESSURE TEST ALL WATERLINES AND SERVICES

9.WATER LATERALS ARE TO BE LOCATED 5' OFF OF THE PROPERTY LINE. WATER METERS
ARE NOT TO BE RELOCATED AFTER INSTALLATION.

10. TYPE K COPPER PIPE IS PREFERRED ON LATERALS. HDPE PIPE CAN BE USED IF TRACER
WIRE IS INSTALLED WITH THE LATERAL.

11. WATER LATERALS ARE TO BE INSTALLED AT 90° ANGLES FROM THE WATER MAIN AND
EXTEND STRAIGHT OFF THE CORP STOP WHERE POSSIBLE (EXCEPTIONS WILL BE ALLOWED
IN CUL-DE-SACS)

12. COORDINATE WITH THE CITY FOR INSTALLATION OF METERS LARGER THAN 1".

13. IT IS THE HOMEOWNERS RESPONSIBILITY TO MAINTAIN VALVE AND METER BOXES ON
THEIR PROPERTY TO ENSURE THAT THEY ARE EXPOSED, ACCESSABLE AND AT GRADE.

14. 1 1/2" METERS REQUIRE-24" METER BOX DIA.

15. 2" METERS REQUIRE-30" METER BOX DIA. WITH A 30" TRAFFIC RATED RING AND COVER.



45° MAX.

(MIN.)
3'-4"

BASE COURSE

TYPE K
COPPER (200
PSI)

MUELLER
COMPRESSION
STOP OR
EQUIVALENT

ASPHALT
ROAD
SURFACE

TYPE K COPPER. (200
PSI)
HDPE FOR 1.5" AND
LARGER

BRASS SADDLES MUELLER
BR2B SERIES OR H13000
SERIES OR EQUIVALENT

DIRECT TAP ON D.I.
PIPES  (IRON PIPE
THREAD)

METER SETTER
MUELLER-H1470-2A
SETTER W/ ANGLED DUAL
CHECK VALVE OR
EQUIVALENT
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CULINARY WATER
MAIN

STANDARD SIDEWALK

WATER METER

RESTORE AREA AROUND METER BOX TO
ORIGINAL OR BETTER CONDITION (MAY BE
GRASS, GRAVEL OR OTHER MATERIAL).

STANDARD CURB
& GUTTER

MUELLER COMPRESSION
COUPLING OR EQUAL

18" FOR 3/4"
20" FOR 1"

24" FOR 1 1/2"
30" FOR 2" ADS WHITE

INTERIOR METER
BOX
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LID SHALL BE
LABELED "WATER"

SHUT OFF
VALVE #1

SHUT OFF
VALVE #2

DUEL CHECK VALVE

MIN-18", MAX-24"

PROVIDE METER BOX WITH 5" DIA COUNTER
SUNK DEPRESSION AND A 2" DIA HOLE FOR
REMOTE READ METERS (AVAILABLE AT D&L
SUPPLY AND NATIONAL WATERWORKS)

1 12" and 2" METER BOX RING AND
COVERS  SHALL BE D&L  B-5074 AND
B-5076 O.A.E.  ANY LID LOCATED IN
CONCRETE OR ASPHALT NEEDS TO
BE LOWERED 1

4".







































NOTES:

1. LOCATION OF LIGHT POLES IS TO BE DETERMINED BY FARMINGTON CITY.

2. LIGHTS SHALL BE LOCATED AT ALL INTERSECTIONS AND SPACED AT A MAXIMUM
DISTANCE OF 350 FEET UNLESS OTHERWISE DIRECTED BY THE CITY.

3. THE DEVELOPER SHALL SHOW ON THE CONSTRUCTION DRAWINGS THE LOCATION OF
EXISTING AND PROPOSED POWER SOURCES AND FACILITIES THAT WILL SUPPLY THE
LIGHTS.

4. THE DEVELOPER MUST PAY IN ADVANCE THE COST OF INSTALLING DECORATIVE
LIGHTING TO FARMINGTON CITY CORP. FARMINGTON CITY WILL CONTRACT WITH A
PRIVATE CONTRACTOR FOR THE INSTALLATION OF THE LIGHT POLES.

5. INSTALL UTILITY GRANVILLE 85W IND AT ALL INTERSECTIONS AND THE 55W AT ALL
OTHER LOCATIONS UNLESS OTHERWISE DIRECTED BY THE CITY ENGINEER.
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9" SQUARE

14
'

2'

4'
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'-9
"

2"x8" WIREWAY

4"Ø

SALEM LIGHT POLE, 14'
MH BLACK, FLUTED,
DIRECT BURIAL BASE
S14F4/9-CA/BK-DBB

   INTERSECTION LIGHTS

UTILITY GRANVILLE, 85W IND,
BLACK FINISH, IES TYPE III
DISTRIBUTION, CLEAR FINIAL,
PHOTO CONTROL RECEPTACLE
GVU85IND12B3NCUH

GRADE

4"Ø

   NON INTERSECTION LIGHTS

UTILITY GRANVILLE, 55W IND,
BLACK FINISH, IES TYPE III
DISTRIBUTION, CLEAR FINIAL,
PHOTO CONTROL RECEPTACLE
GVU55IND12B3NCUH
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